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8" Post Profiles

Post Mount Signs  (8" Depth)

Post Pylon

4320 , 4420 

Double Post

4310.1 , 4410.1 

Companion Post

4310.2 , 4410.2 

Sign Panel Sizes (Standard Flat Face)

Shown above
in photos 6 & 9

5. Illuminated Pylon w/ Contour Posts   6. Illuminated Four Sided Pylon w/ SignCurve Top Panel.   7. Illuminated Base Mount w/ DayLite® Graphics.  8. Non-illuminated Pylon w/ Changeable Accord 15 Aluminum Bands.

9. Illuminated Pylon w/ SignCurve Panels, Custom Header & Sculptual Details.   10. Illuminated Pylon w/ Radius Posts, Escutcheons, & Custom Ornamental Header.   11. Illuminated  Pylon w/ Optional Square Posts.

12. Easy Access to Panel Hardware.  13. Sign Panels Easily Changed or Updated.

Option Available

Up to 48”

Up to 60”2”

Panel Width

18” 24” 30” 36” 48” 60”

12” • • • • • •

18” • • • • • •

24” • • • • • •

30” • • • • • •

36” • • • • • •

48” • • • • • •
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Winner of a Certificate of Recognition for Design Achievement
from the Industrial Designers Society of America
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6 8
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Panel Width

24” 36” 48” 60” 72” 96” 120” 144”

6” • • • • • •

12” • • • • • • • •

18” • • • • • • • •

24” • • • • • • • •

30” • • • • • • • •

36” • • • • • • • •

48” • • • • • • • •

60” • • • • • • •

72” • • • • • • •

96” • • • • •

120” • • • • •

144” • • • •
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Flat Face

Panel Sizes




