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Visuline® 2300/2400

Aluminum Directory & Display System

Visuline’s housing is constructed of extruded aluminum.
The door, also of aluminum, features 1/4" clear tempered
glass that protects the graphics or messages from the
elements. Display options include changeable Message
Strips, maps and/or plans, magnetic bulletin boards,
corkboards, or any combination of these. Visuline is
available as non-illuminated (2300, or can be illuminated
using the DisplayLight feature (2400).

Other Features & Benefits
o \ariety of finishes for aluminum cabinet and door

e Variety of door shapes available in aluminum or
brass finish

o Plastic Message strips easily reordered and shipped
using prepaid system

o Three (3) lock options for door

 (as Cylinders assists in opening large doors

Applications

* Building Directories

® Large Displays

© Donor Boards

* Employee information stations
® Employee recognition

Ideal For

Schools/Universities, Hospitals/Medical Facilities,
Corporate Office Buildings, Sports Stadiums/Facilities,
Restaurants, Religious Facilities, Visitors Centers,
Museums

2300 Exploded View

Corkboard

Magnetic Bulletin Board
Maps & Plans

Changeable & User Updatable Message Strips

1. Series 2300 Square Profile with Directory w/ Map & Plastic Message Strips. 2. Series 2300 Custom Post Mount. 3. Series 2300 CorkBoard w/ Custom
Header. 4. Series 2300 Contour Post Mounted w/ In-Bound Posts, Curved Header Panel & Aluminum SignBands. 5. Series 2300 Directory Mounted to Custom
3-Sided Aluminum Kiosk. 6. Series 2300 Full Recessed Directory in Custom Marble Console.

2300 Message Strip Capacities

Molded Plastic 26" High 37" High

Message Strips 1 Col. Capacity | Max. Col./Capacity 1 Col. Capacity | Max. Col./Capacity
1-50 32 10/320 48 107480

1-100 16 10/160 24 10/240

26-11/16" High! 375/16" High '

SignBands 1 Col. Capacity | Max. Col./Capacity 1 Col. Capacity | Max. Col./Capacity
SB & SB151S.225 32 10/320 48 10/480

SBP, SBPCL, SB30IS.225 16 10/160 24 10/240

SB & SB151S.300 32 8/256 48 8/384

SB & SB301S.300 16 8/128 24 8/192

1 SignBand capacities include a 90mm Header.
11 SignBand capacities include a 120mm Header



Door Shapes
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AngleEdge

TriStep Bevel i
Radius Square AccentTrack™

7. Door Shapes. 8. Radius Post Mounted 2400 w/ Downlight & Custom Header. 9. Series 2400 - 90° Post Mount with DisplayLight, Message Strips & Map Displays. 10. Series 2400 Directory w/ Custom Wall Mount Cabinet.
11. Series 2400 Surface Mount w/ Corkboard & Tri-Step Door. 12. Series 2400 Companion Post Mount with DisplayLight, Aluminum Message Strips & Map.

2400 Exploded View 2400 Module Sizes Height x width in inches'
ol o e Ry O 27" High Modules with 4" Header 37" High Modules with 6" Header
AfER R ] Size Display Area Size Display Area
Hi=—+— Fluorescent 27 x 22 19x18 37x22 27 x18
DisplayLight 27 x 28 19x24 37x28 27 x 24
27 x 32 19x28 37 x32 27x28
27 x 40* 19x 36 37 x40 27 x 36
" DisplayLight 27 x 52** 19x48 37 x 52** 27 x 48
Diffuser 27 x 62-1/4* 19 x 58-1/4 37 x 62-1/4* 27 x 58-1/4
27 x 74-1/4* 19x70-1/4 37 x 74-1/4* 27 x70-1/4
27 x 98-1/4** 19 x 94-1/4 37 x 98-1/4** 27 x 94-1/4 E
~ Cabinet o
* Top Hinged Aluminum Door with Prop Rods O
** Top Hinged Door with Gas Cylinder "Assists" .
T 2400 Module widths are based on fluorescent lamp size, therefore are best suited for full-size displays. m
Handle —1 Directory Strips are best used in multiple display combinations :
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