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SECTION 10412-3

NON-ILLUMINATED DIRECTORIES
Date:  12/12/05 (Visulex 40)

PART 1 - GENERAL





**
THIS SECTION INCLUDES SPECIFICATIONS FOR  INTERIOR DIRECTORIES CONSTRUCTED AS FABRIC COVERED BULLETIN TYPE BOARDS OR MULTIPLE COLUMN DIRECTORIES.  TYPES INCLUDED ARE WALL MOUNTED  STYLES.  SELECT APPROPRIATE TYPE OR TYPES BELOW.  CONSULT MANUFACTURER'S CATALOG FOR OPTIONS.
1.01
SUMMARY


A.Section includes:



1.
Interior non-illuminated ** surface wall mounted ** fabric covered bulletin board ** directories with color bands ** directories with clear bands ** complete with components by single manufacturer at locations indicated.



2.
Component options specified below.

1.02
REFERENCES


A.Standards of the following as referenced:



1.Aluminum Association (AA).



2.American National Standards Institute (ANSI).



3.American Society for Testing and Materials (ASTM).

1.03
SYSTEM DESCRIPTION


A.
Directories provided under this section are intended to include interchangeable flexible designed units indicating direction and information from single manufacturer using minimum of standard components housed in enclosure not requiring keys for changing components behind tamper-resistant glazing cover.

1.04
SUBMITTALS


A.
Product data:



1.
Manufacturer's signed statement regarding compliance with QUALITY ASSURANCE Article.



2.
Manufacturer's product literature indicating units and designs selected.


B.
Installation Instructions:



1.
Indicate applicable substrate mounting provided in other sections.  Include requirements for anchors not furnished in this section.

1.05
QUALITY ASSURANCE 


A.
Manufacturer qualifications:  Work required under this section from manufacturers regularly engaged in work of this magnitude and scope for minimum of five years.


B.
Pre-installation conferences:  Coordinate with work required in other sections for completely coordinated and smooth installation.

1.06
DELIVERY, STORAGE, AND HANDLING


A.
Indicated in Delivery, Storage, and Handling Section.






**
USE EITHER A. ABOVE or A. and B. BELOW.

A.
Acceptance at site:  Coordinate delivery of work to Project site under this section for immediate installation.


B.
Handling materials and equipment:  Handle directories in careful manner in order not to damage or mar surfaces of directories or adjacent finish surfaces.

1.07
SEQUENCING AND SCHEDULING


A.
Coordinate:



1.
Installation with adjacent finish materials not destroying adjacent surfaces.



2.
With other sections for cast-in or built-in anchors and mounting hardware in work accomplished in other sections.

PART 2 - PRODUCTS

2.01
MANUFACTURED UNITS


A.
Acceptable product:

1. APCO; Visulex 40 Fabric Board and Visulex 40 Directory Color Band Series; 388 Grant Street SE, Atlanta, Georgia, 30312, USA. Phone; (404) 688-9000. Fax; (404) 577-3847  

2. Other manufacturer's products are acceptable if submitted in accord with Product Options and Substitutions section and are in strict compliance with these specified requirements. **






**
CHOOSE FROM:  SURFACE MOUNTED






**
USE APPROPRIATE PARAGRAPHS  IN COMPONENTS ARTICLE BELOW FOR OPTIONS SELECTED HERE.

B.
Types: 



1.
Surface mounted as fabric covered bulletin board:  APCO; Product Code:  V40-xxxx-FB refer to sizes for complete product code number.



2.  
Surface mounted as Directory (CB) Color Band (CL) Clear Band Series:  APCO; Product Code:  Vxxxxxx refer to sizes for complete product code number.


C.
Component types:



1.
Surface mounted only.


D.
Sizes/Codes Fabric Board:  (note: sizes shown are nominal)



1.  
**  24” x 24”  **   V40**R**C**2424-FB



2.  
**  24” x 36”  **   V40**R**C**2436-FB



3.  
**  24” x 48”  **   V40**R**C**2448-FB



4.
**  24” x 60”  **   V40**R**C**2460-FB



5.
**  24” x 72”  **   V40**R**C**2472-FB



6.
**  36” x 24”  **   V40**R**C**3624-FB



7.
**  36” x 36”  **   V40**R**C**3636-FB



8.
**  36” x 48”  **   V40**R**C**3648-FB



9.
**  36” x 60”  **   V40**R**C**3660-FB



10.
**  36” x 72”  **   V40**R**C**3672-FB



Sizes/Codes Directory Radius Cabinet Clear Band:

1. ** 30-7/8” x 18-5/8”   ** VR301830-CL ** CB **

2. ** 30-7/8” x 27-5/8”   ** VR302730-CL ** CB **

3. ** 30-7/8” x 36-9/16” ** VR303630- CL ** CB **

4. ** 30-7/8” x 54-3/8”   ** VR305430- CL ** CB **

5. ** 41-1/2” x 18-5/8”   ** VR411830- CL ** CB **

6. ** 41-1/2” x 27-5/8”   ** VR412730- CL ** CB **

7. ** 41-1/2” x 36-9/16” ** VR413630- CL ** CB **

8. ** 41-1/2” x 54-3/8”   ** VR415430- CL ** CB **

Sizes/Codes Directory Contour Cabinet Clear Band:

1.    ** 32-7/16” x 18-5/8”   ** VC301830- CL ** CB **

2.    ** 32-7/16” x 27-5/8”   ** VC302730- CL ** CB **

3.    ** 32-7/16” x 36-9/16”  ** VC303630- CL ** CB **

4.    ** 32-7/16” x 54-3/8”   ** VC305430- CL ** CB **

5.    ** 43-1/16” x 18-5/8”    ** VC411830- CL ** CB **

6.    ** 43-1/16” x 27-5/8”   ** VC412730- CL ** CB **

7.    ** 43-1/16” x 36-9/16”  ** VC413630- CL ** CB **

8.    ** 43-1/16” x 54-3/8”    ** VC415430- CL ** CB **


E.
Design units with selected components below.  Design glazing cover so no locking devices are required; removal of glazing cover is accomplished by use of special tool supplied with each unit.

2.02
COMPONENTS


A.
Housing:



1.
Custom engineered aluminum extruded profiles with Header and Base designed with special channel providing concealment of clear protective cover edges preventing vandal access.




Normal:  ** ASTM B221-90 extruded aluminum Alloy 6063-T6, AA **



2.
Header and Base cabinet shapes:  ** Radius ** Contour **

3. Cabinet color:  Selected by Architect from manufacturer's standard powder coated or anodized finishes.

a. Radius cabinet color:  ** 02 Black  **  43 Putty  ** 44 Architectrual Brown  ** 72 Bone White **  Natural Satin Anodized  **  ** M10C22A31 Natural satin anodized aluminum.




       b.
Contour cabinet color: ** Natural Satin Anodized ** M10C22A31 Natural satin anodized aluminum.






** Vinyl Clad Teak Wood finish for Header and Base portions of cabinet only, and black vertical side rails and end caps **

4. Fabric Color:  Selected by Architect from manufacturer’s standard fabrics:

a. ** 214 Peppermill  **  179 Mintless  **  Custom provided fabric **

5. Color Bands:  Selected by Architect from manufacturer’s standard sizes and colors:

a. **30mm x 225mm ** Opaque color band code: SBP30-225 **

b. colors:  ** 72 Bone White ** 02 Black ** 43 Putty ** 44 Architectural Brown ** 78 Pearl Grey **

c. Clear Bands:  Selected by Architect from manufacturer’s standard size and paper insert colors:






** 30mm x 225mm ** Clear band code: SBP30-225-CL **





d.
Paper Inserts:  Selected by Architect from manufacturer’s standard colors and sizes:






** SWMS30 ** 





e.
Color:  ** A43 Putty ** A94 Sand ** A47 Light Grey ** A72 Bone White ** A78 Pearl Grey **



6.
Furnish brackets or track required for installation to wall.



7.
Furnish directory manufacturer's standard tool for removal of tamper-resistant glazing cover for each directory unit.

2.03
FABRICATION


A.
Shop assembly:



1.
Fabricate units to configurations indicated on reviewed shop drawings.  Internally reinforce units in accord with reviewed shop drawings.



2.
Furnish copy required on reviewed shop drawings; fill slots without specific copy with blank message strips.

PART 3 - EXECUTION

3.01
EXAMINATION


A.
Verification of conditions:  ** Indicated in Coordination Section. ** OR **


1.
Examine areas to receive directories; verify for correct location of cast-in anchors installed under other sections.



2.
Notify Architect in writing of unacceptable substrate or improper location of anchors.



3.
Beginning work indicates acceptance of substrate.  Subsequent modifications to substrate or directories becomes this section's complete responsibility.

3.02
INSTALLATION


A.
Install directories in locations indicated in accord with reviewed shop drawings.  Square, plumb, and level units.


B.
Install message carriers at Date of Substantial Completion complete with message strips with correct copy in place.

3.03
CLEANING


A.
Clean exposed surfaces not more than 48 hours prior to Date of Substantial Completion in accord with manufacturer's instructions.

END OF SECTION 10412-3
