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SECTION 10435-1

EXTERIOR SIGNS

Date:  09/10/99 (SignPoint - Multi-Directional System)

PART 1 - GENERAL





**
THIS SECTION INCLUDES SPECIFICATIONS FOR EXTERIOR POST MOUNTED, DIRECTIONAL SIGN ‘BLADE’ TYPE CONFIGURATIONS.






**
SELECT APPROPRIATE TYPE OR TYPES BELOW.  CONSULT MANUFACTURER'S CATALOG FOR OPTIONS.
1.01
SUMMARY


A.
Section includes:  



1.
Non-illuminated post mounted signs complete with components by single manufacturer at locations indicated.



2.
Provide exterior signs from same manufacturer. 


B.
Related sections: 



1.
Section 01630:  Product Options and Substitutions.



2.
Section 03300:  Cast-in-Place Concrete.

1.02
REFERENCES


A.
Standards of the following as referenced:



1.
Aluminum Association (AA).



2.
American National Standards Institute (ANSI).



3.
American Society for Testing and Materials (ASTM).

1.03
SUBMITTALS


A.
Product data:



1.
Manufacturer's signed statement regarding compliance with QUALITY ASSURANCE Article.



2.
Manufacturer's product literature indicating units and designs selected.



3.
Maintenance data and cleaning requirements for exterior surfaces.


B.
Shop drawings:



1.
Indicate materials, sizes, configurations, applicable substrate mountings, and required location of connections provided in other sections.  Specifically indicate tolerances required from other sections for base mounted modules.



2.
Typography sample for copy.



3.
Artwork for ** special graphics. **



4.
Furnish templates required for anchor locations installed by others.

1.04
QUALITY ASSURANCE


A.
Manufacturer qualifications:  Work required under this section from manufacturers regularly engaged in work of this magnitude and scope for minimum of five years.

1.05
DELIVERY, STORAGE, AND HANDLING


A.
Indicated in Delivery, Storage, and Handling Section.






**
USE EITHER A. ABOVE or A. and B. BELOW.

A.
Acceptance at site:  Coordinate delivery of work to Project site under this section for immediate installation.


B.
Handling materials and equipment:  Handle signage in careful manner in order not to damage or mar surfaces of signs or adjacent finish surfaces as applicable.

1.06
SEQUENCING AND SCHEDULING


A.
Coordinate:



1.
installation with adjacent finish materials not destroying adjacent surfaces.



2.
with other sections for cast-in or built-in anchors and mounting hardware required in work specified in other sections.

PART 2 - PRODUCTS
2.01
MANUFACTURED UNITS


A.
Acceptable product:  APCO; SignPoint TM ; 388 Grant Street SE, Atlanta, Georgia, 30312, USA.  Phone; (404) 688-9000.  Telex: 752098.  Fax; (404) 577-3847  e-mail:  sales@apcosigns.com


B.
Type:  Post, Blade Directionals.


C.
Sizes:  Indicated in SCHEDULES Article.


D.
Design units with selected components below.






**
COMPONENTS LISTED BELOW GIVE ONLY GENERAL INFORMATION.  SCHEDULES ARTICLE REQUIRES COMPLETE SIGNAGE SCHEDULE DEVELOPED BY MANUFACTURER'S REP.





**
CHANGEABLE BAR HAS A VARIABLE SIZE OPTION UTILIZING SIGNPANEL FRAME SYSTEM.
2.02
COMPONENTS


A.
Post shape: Circular & Octagonal



1.
Material:  ASTM B221-90,**6063-T5 structural extruded aluminum alloy**6061-T6



2.
Type:  Manufacturer's standard **





Normal:  ** 3/32" thick extruded aluminum wall for Circular and Octagonal 





Special Circular only **Round aluminum pipe nominal 3 1/2” x 1/4” wall ** DOM Steel 4” x .125” wall.



3.
Height:  8’ ** 10’ ** 12’ post length.



4.
Finish and color:  **




**
AA M10C22A42 ** Duranodic Dark Bronze 313. ** Duranodic Black 315. **





for extruded aluminum ** Circular ** Octagonal ** posts only.




**
AA M10C22A31 Natural satin anodized for extruded aluminum ** Circular ** Octagonal ** posts only.




**  
Powder Coated Colors: Select from RAL color chart of standards. 




**
Select from manufacturer’s standard 40 non-glare polyurethane colors.


B.  
Mounting Feet and Cover Plate:



1.
Material:  Mounting Feet:  Structrual Steel welded 



2.
Type:  Circular ** Octagonal **



3.
Finish and color:  **  Anti rust coating **




Cover Plate:  Molded FRP  Finish and color:  **




**
Select from manufacturer’s standard 40 non-glare polyurethane colors.


C.
Multi-Directional Blades:  Solid Plate aluminum ** Standard Sizes from 6” height ** 8” height



1.
Material:  ASTM B221-90, 6063-T5 structural extruded aluminum alloy.






3003 Aluminum Plate 1/4” **.



2.
Type:  Manufacturer's standard **





Normal:  ** Lengths available: ** 24” **  30” ** 3”**





Shape:  Radius End ** Bevel End ** Square **



3.
Finish and color:  **




**
Select from manufacturer’s standard 40 non-glare polyurethane colors.




**
Powder Coated Colors: Select from RAL color chart of standards.


D.
Graphic Panels:



1.  
Material:  ASTM B221-90, 6063-T5 aluminum alloy plate



2.  
Type:  Manufacturer's standard **





Normal:  ** Thickness (1/4”) ** Double Sided viewing.



3.  
Height:  ** Custom ** Standard:  **12”** 18” ** 24” **



4.
Width:  **Custom ** Standard:  **12” ** 18” ** 3”**



5.
Finish and color:  **




**  
Powder Coated Colors: Select from RAL color chart of standards. 




**
Select from manufacturer’s standard 40 non-glare polyurethane colors.

E.
Clamps:  ** Circular ** Octagonal **



1.
Material:  ASTM B221-90, 6063-T5 structural extruded aluminum alloy.



2.
Sizes:  Manufacturer's standard:  **6” ** 8” ** 12” ** 18” ** 24” **



3.  
Type:  Select degree angle for blades:  ** 180 ** 90 **



3.
Finish and Color: **




**
Select from manufacturer’s standard 40 non-glare polyurethane colors.




**
Powder Coated Colors: Select from RAL color chart of standards.


F.
Decorative Rings: ** Circular ** Octagonal **



1. 
Material:  Cast Aluminum alloy #319. 



2.  
Size:  1/2” thick




3.  
Finish and Color: **




**  
Powder Coated Colors: Select from RAL color chart of standards. 




**
Select from manufacturer’s standard 40 non-glare polyurethane colors.


G.
Post Caps: ** Dome ** OctaPoint **  Flat Circular ** Flat Octagonal **



1.
Material;  Cast Aluminum alloy #319.



2. 
Sizes:  100mm (4”) only.



3.  
Finish and Color **




**  
Powder Coated Colors: Select from RAL color chart of standards. 




**
Select from manufacturer’s standard 40 non-glare polyurethane colors.






**
BELOW IS OPTION FOR CROWN PANEL.

H.
Graphics panel ** crown ** module:



1.
Crown Panels are provided for graphic accents: 




Material:  6mm FRP flat sheet 




Type: ** Round ** Triangular ** Square ** Fan **



2.
Color:  **




**
Selected by Architect from manufacturer's standard 40 non-glare colors per unit.




** Custom color.






**
TYPE SIZE IS AVAILABLE FROM 3/4" TO 12" IN INCREMENTS. CONSULT MANUFACTURER FOR COMPLETE SIZE RANGE AVAILABLE.  STANDARD TYPESTYLES ARE AS FOLLOWS.






**
SELECT STYLE:







ATB, american typewriter bold;







BB, baskerville bold;







CB, clarendon bold; CM, clarendon medium;







CEB, century bold;







EB, eurostyle bold; EBE, eurostyle bold extended;







FQ, fritz quadrata; FQD, fritz quadrata demi; FQB, fritz quadrata bold;







FUB, futura book; FDB, futura demi bold;







GB, Gammond bold;







GO, goudy;







HM, helvetica medium; HR, helvetica regular; HB, helvetica bold;







MSB, melior semi-bold;







O, optima regular; OSB, optima semi-bold;







PAL, palatino;







TNR, times new roman; TB, times bold;







U55, univers 55; U65, univers 65; U67, univers 67; U75, univers 75.


3.
Type:




a.
Size:  ** SPECIFY. ** Indicated in SCHEDULES Article. **




b.
Style:  ** ATB. ** BB. ** CB. ** CEB. ** CM. ** EB. ** EBE. ** FQ. ** FQD. ** FQB. ** FUB. ** FDB. ** GB. ** GO. ** HM. ** HR. ** HB. ** MSB. ** O. ** OSB. ** PAL. ** TNR. ** TB. ** U55. ** U65. ** U67. ** U75. ** Indicated in SCHEDULES Article. **




c.
Type code:  ** Uppercase. ** Initial caps. ** Combination. ** Indicated in SCHEDULES Article. **






**
USE "F" IF OPTIONAL HEADER PANEL OR CROWN ARE SELECTED.

I.
Graphics on panel ** header ** and crown ** module:



1.
Special note:  Use of clear overcoat on completed graphics regardless of colors or types selected is STRICTLY PROHIBITED.


2.
Intaglio, integral to finish graphics colors:  Selected by Architect from manufacturer's standard 40 non-glare colors indicated in SCHEDULES Article.






**
SELECT INTAGLIO GRAPHICS ABOVE OR PRESSURE SENSITIVE VINYL GRAPHICS BELOW.  TYPESTYLES IN "4" SELECTED FROM ABOVE.


3.
Pressure sensitive vinyl (PSV) colors:  **




**
Selected by Architect from manufacturer's standard ** eight reflective ** ** 14 non-reflective ** colors.




** Indicated in SCHEDULES Article.



4.
Type:




a.
Size:  ** SPECIFY. ** Indicated in SCHEDULES Article. **




b.
Style:  ** ATB. ** BB. ** CB. ** CEB. ** CM. ** EB. ** EBE. ** FQ. ** FQD. ** FQB. ** FUB. ** FDB. ** GB. ** GO. ** HM. ** HR. ** HB. ** MSB. ** O. ** OSB. ** PAL. ** TNR. ** TB. ** U55. ** U65. ** U67. ** U75. ** Indicated in SCHEDULES Article. **




c.
Type code:  ** Uppercase. ** Initial caps. ** Combination. ** Indicated in SCHEDULES Article. **

2.03
ACCESSORIES


A.
Miscellaneous hardware and items required for installation of in-ground mounted sign modules.

2.04
FABRICATION


A.
Shop assembly:



1.
Fabricate units to configurations indicated on reviewed shop drawings.  



2.
Fabricate posts to lengths required for in-ground mounting.



3.
Furnish copy required on reviewed shop drawings in accord with manufacturer's standard procedures.

PART 3 - EXECUTION
3.01
EXAMINATION


A.
Examine areas to receive sign modules; verify for correct location of cast-in anchors installed under other sections.


B.
Notify Architect in writing of unacceptable substrate or improper location of anchors. Beginning work indicates acceptance of substrate.  Subsequent modifications to substrate or modules becomes this section's complete responsibility.

3.02
INSTALLATION


A.
Install sign modules in locations indicated in accord with reviewed shop drawings. Square, plumb, and level units.


B.
Bore required holes for post mounted sign modules; set and align posts; fill and compact space around post with concrete.

3.03
CLEANING


A.
Clean exposed surfaces not more than 48 hours prior to Date of Substantial Completion in accord with manufacturer's written cleaning instructions.

3.04
SCHEDULES


A.
See attached Schedule.

END OF SECTION 10435-1
