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SPECIFICATION EDITING INSTRUCTIONS
Date:  01/02/92

Editing any of the enclosed specifications follows the same basic procedures.  The example below indicates the original with strike-throughs for editing and below that is the finished product.

Each specification section contains latest revision date; use for verification from APCO as to proper copy; remove for final copy.

Specification notes appear throughout documents and are all set to the right and generally composed of all caps.  Follow instructions in notes and delete spec note for final copy.

Certain text is embraced with asterisks **.  A choice is required to make spec read right.  Delete inapplicable portions.  Sometimes the word "and" or "or" is required to be inserted for inclusion of all options; insert the appropriate words.

Reletter paragraphs as required to read in correct sequence.

SECTION 10411

ILLUMINATED DIRECTORIES
Date: 01/20/90  (Visulite)

PART 1 - GENERAL





**
THIS SECTION INCLUDES SPECIFICATIONS FOR VARIOUS INTERIOR BACKLIT ILLUMINATED DIRECTORIES.  TYPES INCLUDED ARE WALL MOUNT, POST MOUNT, PYLON, DIRECTORY COMPONENT, AND "NEW" PEDESTAL MOUNT. SELECT APPROPRIATE TYPE OR TYPES BELOW. CONSULT MANUFACTURER'S CATALOG FOR OPTIONS.
1.01
SUMMARY


A.
Section includes:  



1.
Illuminated ** wall mounted ** post mounted ** and pylon ** directory component ** pedestal mounted ** directories complete with elements by single manufacturer at locations indicated.



2.
Blank message strips to fill directory and sufficient message strips complete with correct copy to complete blank spaces.



3.
Provide directories from one manufacturer.


B.
Related sections:



1.
Section 03300:  Cast-in-Place Concrete.



2.
Section 04220:  Concrete Unit Masonry.



3.
Section 04455:  Marble.


3 4.
Section 05500:  Metal Fabrications.



4 5.
Section 09260:  Gypsum Board Systems.



5 6.
Section 09960:  Vinyl Wall Covering.



6 7.
Section 16___:  Electrical.






**
COUPON BOOKS BELOW IN "1." ARE OPTIONAL.  DELETE IF NOT REQUIRED.






**
MANUFACTURER HAS AVAILABLE SOFTWARE PROGRAM FOR MACINTOSH AND IBM AND IBM/COMPATIBLES BOTH SERIAL AND PARALLEL, CALLED "SIGNWORD" ENABLING END USER TO PRODUCE AN ILLUMINATED MESSAGE STRIP IN FOUR STANDARD SIZES; 1/2" BY 7", 1/2" BY 3-1/2"; 1" BY 11", 1" BY 5-1/2". INFO IN MAIN CATALOG OR CALL MANUFACTURER DIRECTLY AT LISTED TELEPHONE NUMBER FOR MORE INFO.

D.
Contract closeout:


1.
Furnish prepaid coupon books for use by Owner for **




**
message strips in quantity for spaces not filled at Date of Substantial Completion.




** five ** ten ** 25 ** 50 ** message strips.




a.
Computer generated coupon books complete with Owner's name, address, message strip background color, type style, and type code imprinted on each coupon.




b.
Completed message strip return to Owner from coupon book order within ten working days of receipt of coupon by manufacturer.



2.
Furnish small bottle touch-up "block-out" paint for message strip negative scratches.



3.
Furnish label inside each directory unit containing information regarding model, copy of headers and message carriers, and maintenance information.

PART 2 - PRODUCTS
2.01
MANUFACTURED UNITS


A.
Acceptable product:  


1.
APCO; Visulite Illuminated Directories; 388 Grant Street SE, Atlanta, Georgia, 30312, USA.  Phone; (404) 688-9000.  Telex; 752098.  Fax; (404) 577-3847.  



**2.
Other manufacturer's products are acceptable if submitted in accord with Product Options and Substitutions section and are in strict compliance with these specified requirements. **






**
CHOOSE FROM:  "1" FULLY RECESSED WALL MOUNTED, "2" SEMI RECESSED WALL MOUNTED, "3" SURFACE MOUNTED; "4" POST MOUNTED; AND "5" PYLON DIRECTORIES OR "6" DIRECTORY COMPONENTS.

B.
** Type:  ** Types: **


1.
Fully recessed wall directory:  APCO; Model #2210.2; 5-1/2" deep into wall opening.



2.
Semi-recessed wall directory:  APCO; Model #2210.1; 4" deep into wall opening; 1-1/2" beyond finished wall surface.



3.
Surface mounted wall directory:  APCO; Model #2210.3; 5-1/2" deep.



4.
Post mounted directory:  APCO; Model #2230.1 Series.



5.
Pylon directory:  APCO; Model #2220.1 Series.



6.
Directory component:  APCO; Model #2240.1 Series.



7.
Pedestal directory:  APCO; Model ** #2240.2 Series, single pedestal. ** #2240.3, double pedestal. **






**
USE "D" FOR POST, PYLON, AND PEDESTAL MOUNTED STYLES ONLY AND EDIT.

D.
Sizes:  



1.
Post mounted height:  76" overall by 9" deep by ** 32-1/16" ** 39-3/4" ** 47-7/16" ** 55-1/8" ** wide.



2.
Pylon height:  76" total including 4" base by 10-1/2" deep by ** 33-3/4" ** 49-1/8" ** wide.



3.
Pedestal:




a.
Pedestal height:  30" at cabinet base to floor at low or front portion of cabinet.




b.
Cabinet:  ** 22" ** 28" ** 32" ** 40" ** height by ** 10-11/16" ** 18-3/8" ** 26-1/16" ** 33-3/4" ** 41-7/16" ** 49-1/8" ** wide.

SECTION 10411
ILLUMINATED DIRECTORIES
PART 1 - GENERAL
1.01
SUMMARY


A.
Section includes:



1.
Illuminated wall mounted and pylon style directories complete with elements by single manufacturer at locations indicated.



2.
Blank message strips required to fill directory and sufficient message strips complete with correct copy to complete blank spaces.



3.
Provide directories from one manufacturer.


B.
Related sections:



1.
Section 01630:  Product Options and Substitutions.



2.
Section 03300:  Cast-in-Place Concrete.



3.
Section 04220:  Concrete Unit Masonry.



4.
Section 05500:  Metal Fabrications.



5.
Section 09260:  Gypsum Board Systems.



6.
Section 09960:  Vinyl Wall Covering.



7.
Section 16010:  Electrical General.


C.
Contract closeout:



1.
Submit prepaid coupon books for use by Owner for ten message strips.



a.
Provide computer generated coupon books complete with Owner's name, address, message strip background color, type style, and type code imprinted on each coupon.



b.
Provide completed message strip return to Owner from coupon book order within ten working days of receipt of coupon by manufacturer.

PART 2 - PRODUCTS
2.01
MANUFACTURED UNITS


A.
Acceptable product:  APCO; Visulite Illuminated Directories; 388 Grant Street SE, Atlanta, Georgia, 30312, USA.  Phone; (404) 688-9000.  Telex; 752098.  Fax; (404) 577-3847.  


B.
Types: 



1.
Fully recessed wall directory:  Model #2210.2; 5-1/2" deep into wall opening.



2.
Pylon directory:  Model #2220.1 Series.


C.
Size:  76" total including 4" base by 10-1/2" deep by 49-1/8" wide.

END OF SPECIFICATION EDITING INSTRUCTIONS SECTION
